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FIG. 3 



Read configuration information of all 
communication adapters 20 configure in 
system from registry 12 



Execute Adapter Open for all 
communication adapters 20 



Store information about adapters 20 
successfully opened in profile 13 
(created on HDD 14) 



Reference priorities in profile 13 
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Provide Adapter_Start event to NDIS 

wrapper 16 to enable top-priority 
communication adapter 20. Provide 
Adapter_Stop event to NDIS wrapper 
16 to disable other communication 
adapters 20. 
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FIG. 4 



Read profile 13 on HDD 14 in state 
where Windows is selected, when utility 
1 1 is opened 



Execute an Open for communication 
adapter 20 in profile 13 and store only 
communication adapters 20 installed in 
current system 
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Display currently enabled 
communication adapter 20 and disabled 
communication adapters 20 on utility 1 1 



Wait for user attention to allow user to 
select a communication adapter 20 to 
be enabled 



If communication adapter 20 selected 

by user is disabled, execute 
Adapter_Start for the communications 
adapter 20 through NDIS wrapper 16. 

At the same time, execute 
Adapter_Stop for other communications 
adapters not disabled. 
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FIG. 5 



Profile information about communication 
adapters 20 stored beforehand as 
profile 13 on HDD 14 is read 




BIOS 15 receives docking event and 
sends Notify to utility 1 1 



Normal dynamic 
selection is executed 
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Utility 1 1 executes Adapter Open on all 
communication adapters 20 once again 
when it received Notify that system is 
docked 



Adapter_Start is provided to NDIS 
wrapper 16 to enable top-priority 
communication adapter 20 
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At the same time, Adapter_Stop is 
provided to NDIS wrapper 16 to disable 
communication adapters 20 other than 
top-priority adapter 
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Read information about configuration of all 
communication adapters 20 configured in 
system from profile 13 in HDD 14 



Receive location setting 



Receive default priority setting for 
communication adapters 20 to be enabled 
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Receive setting for the number of 
communication adapters 20 to be enabled 
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FIG. 7 
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Disable all Communication Adapters 




Retrieve setup information n 



Open communication adapter m 
according to setup information 




Communication adapter can be enabled 
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FIG. 11 









Setting Unit 
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Determination 
Unit 
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Input Event 
Receiving Unit 
206 




Connection 
Recognition Unit 
208 










Open Operation 
Unit 
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Priority 
Connection Unit 
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